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Drum identification

Drum number Function

1 Main hoist

2* Auxiliary front hoist (optional)

3* Auxiliary rear hoist (optional)

4 Mast hoist (standard)

5 Boom hoist (VPC-MAX)

6 Luffing/auxiliary hoist

7 Tagline winch (optional)

0 Rigging winch (optional)

*freefall optional

5

6

7

1

0

234

Working weight

kg

30 m No. 500 main boom

300 505

upper boom point,

22,2 t hook ball,

330 t hook block,

174 t counterweight

2 swing drives
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No. 500 boom                                                  
Hoist reeving for main load block                     
single lead line - 28 mm wire rope

No. Parts of Line

Maximum Load

kg

1 16,670

2 33,340

3 50,010

4 66,680

5 83,350

6 100,020

7 116,690

8 133,360

9 150,030

10 166,700

11 183,370

12 200,040

13 216,710

14 233,380

15 250,050

16 266,720

17 283,390

18 300,000

No. 500 boom                                                  
Hoist reeving for drum #6                     
28 mm wire rope

No. Parts of Line

Maximum Load

kg

1 13 610

2 27 220

Performance for main (drum #1)	
28 mm wire rope	
13 610 maximum line pull	

Single line pull/single line speed m/min

Layer

Single line pull kg 1 2 3 4 5 6 7 8

0 73 79 85 91 96 102 108 536

2270 72 77 83 89 94 100 105 522

4536 71 76 81 87 92 97 102 508

6805 69 75 80 85 90 90 91 393

9070 67 68 69 69 70 71 71 305

11340 55 56 57 58 58 59 59 252

13610 48 48 49 50 50 51 52 184

Performance for aux/luffing (drum #6)	
28 mm wire rope	
16 670 kg maximum line pull	

Single line pull/single line speed m/min

Layer

Single line pull kg 1 2 3 4 5 6 7 8

0 105 113 122 130 138 147 155 163

2270 103 112 119 123 135 143 151 159

4535 102 109 117 125 132 140 148 155

6805 100 107 115 117 118 119 119 120

9070 89 89 90 91 91 92 92 93

11340 73 73 74 74 75 76 76 77

16670 52 52 53 54 54 55 55 56
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No. 500 main boom combinations

Main boom inserts m

Boom
length

m
6,0  M 12,0 H 12,0 M 12,0 L

30 0 1 0 0

36 1 1 0 0

42 0 1 1 0

48 1 1 1 0

54 0 1 2 0

60 1 1 2 0

66 0 1 3 0

72 1 1 3 0

78 0 1 3 1

84 1 1 3 1

90 0 1 3 2

96 1 1 3 2

H - heavy inserts
M - medium inserts
L - light inserts

96 m 
No. 500 main boom
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No. 501 luffing jib 
combinations

Luffing jib inserts m

Luffing jib
length

m
6,0 12,0

24 0 0

30 1 0

36 0 1

42 1 1

48 0 2

54 1 2

60 0 3

66 1 3

72 0 4

78 1 4

84 0 5

90 1 5

96 0 6

48 m
No. 500 main boom

96 m
No. 501 luffing jib
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Rotation

Distance from centerline of rotation – meters

Distance from centerline of rotation – feet
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For complete chart, refer to www.cranelibrary.com.

No. 500 boom
172,4 t counterweight
360° Rating kg  x 1000

Boom length m
30 36 42 48 54 60 66 72 78 84 90 96

Radius m
5,2 300,0
5,5 300,0
6 300,0 280,1

6,5 289,9 277,6 255,9
7 276,4 270,9 253,6 234,3
8 248,1 242,8 236,8 229,9 211,5 192,6
9 221,3 221,3 216,5 211,2 205,0 187,6 167,4

10 187,5 189,6 191,7 192,9 189,6 178,8 160,6 143,6 119,4
11 162,1 163,9 165,1 166,8 167,8 169,5 154,0 138,0 117,5 99,4 83,1 71,7
12 142,7 144,3 145,4 146,8 147,8 149,1 147,7 132,8 115,5 97,7 81,6 70,4
14 114,8 116,2 117,1 118,3 119,1 120,2 120,9 122,0 111,7 94,5 78,9 68,2
16 95,9 97,1 97,9 98,9 99,6 100,6 101,2 102,2 103,7 91,7 76,1 65,9
18 82,3 83,3 84,1 84,9 85,5 86,4 86,9 87,7 87,7 87,6 72,2 63,8
20 71,9 72,9 73,6 74,4 74,9 75,6 76,1 76,8 76,8 77,4 68,5 61,7
22 63,8 64,7 65,3 66,0 66,5 67,2 67,6 68,2 68,2 68,8 65,1 59,8
24 57,3 58,1 58,7 59,3 59,8 60,4 60,8 61,3 61,3 61,8 61,6 58,0
26 51,8 52,7 53,2 53,8 54,2 54,8 55,1 55,6 55,6 56,1 56,3 56,2
28 47,4 48,1 48,6 49,2 49,6 50,1 50,4 50,9 50,9 51,3 51,4 50,9
30 43,5 44,3 44,8 45,3 45,7 46,1 46,4 46,9 46,9 46,5 46,4 45,6
34 38,0 38,5 39,0 39,3 39,7 40,0 39,7 39,0 38,2 38,1 37,3
38 33,7 34,2 34,5 34,2 34,0 33,3 32,6 31,8 31,7 30,9
42 29,9 29,8 29,2 28,9 28,2 27,6 26,8 26,7 25,9
46 25,7 25,6 25,0 24,8 24,0 23,5 22,7 22,6 21,8
50 22,2 21,6 21,4 20,6 20,1 19,3 19,2 18,4
54 18,7 18,5 17,7 17,2 16,4 16,3 15,5
58 16,1 16,0 15,3 14,8 14,0 13,9 13,1
62 13,8 13,1 12,7 11,9 11,8 10,9
66 11,2 10,8 10,0 9,9 9,1
70 9,5 9,2 8,4 8,3 7,5
74 7,7 6,9 6,8 6,0
78 5,6 5,5
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No. 501 luffing jib on No. 500 boom 

For complete chart, refer to www.cranelibrary.com.

30 m boom length
Luffing jib length m

24 42 60 78 90
Radius m

11,6 144,7
12 138,4
14 121,1
16 107,8
18 94,5 83,9
20 82,8 78,6
22 73,8 73,7 50,9
24 66,6 67,8 47,6
26 60,5 61,6 44,3 32,9
28 56,6 41,2 32,4
30 52,3 38,2 31,9 22.0
34 45,4 32,9 30,9 21
38 40,1 28,3 29,5 20.0
42 35,6 24,4 26,5 19,1
46 21,1 23,6 18,4
50 18,2 20,7 17,6
54 15,7 18.0 16,9
58 13,5 15,3 16,3
62 11,7 12,9 15,7
66 10,7 15,0
70 8,6 14,3
74 6,8 13,7
78 5,1 12,5
82 10,9
86 8,1

42 m boom length
Luffing jib length m

24 42 60 78 90
Radius m

13,7 127.0
14 125,4
16 111,9
18 95,6
20 84,0 77,8
22 74,9 73,5
24 67,6 68,5 47,4
26 61,5 62,5 44,6
28 56,5 57,4 41,7 29,7
30 53,0 38,9 29,3
34 46,0 33,8 28,6 20.0
38 40,7 29,2 27,9 19,2
42 36,2 25,2 26,3 18,4
46 31,1 21,8 23,6 17,8
50 18,8 20,9 17,1
54 16,3 18,3 16,5
58 14,1 15,8 16.0
62 12,1 13,4 15,4
66 11,1 15.0
70 9,1 14,4
74 7,2 13,6
78 5,5 12,3
82 11,1
86 10,1
90 9,1
94 5,2

172,4 kg counterweight

360° Rating kg  x 1000

86° boom angle
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No. 501 luffing jib on No. 500 boom 

For complete chart, refer to www.cranelibrary.com.

48 m boom length
Luffing jib length m

24 42 60 78 90
Radius m

13,7 121,6
14 120,2
16 109,3
18 96,1
20 84,8 76,7
22 75,5 72,7
24 68,1 68,5 46,7
26 62,1 62,7 44,4
28 57.0 57,6 41,8 28,2
30 53,3 39,1 27,9
34 46,4 34,1 27,2 19,5
38 41,0 29,6 26,6 18,6
42 36.0 25,6 25,9 17,9
46 31,7 22,2 23,5 17,3
50 19,2 21.0 16,7
54 16,6 18,4 16,2
58 14,3 16.0 15,6
62 12,4 13,6 15,2
66 11,4 14,7
70 9,3 14,3
74 7,4 13,5
78 5,7 12,2
82 11.0
86 10,0
90 8,7
94 6,5

172,4 t counterweight

360° Rating kg  x 1000

86° boom angle
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No. 501 luffing jib on No. 500 boom 

For complete chart, refer to www.cranelibrary.com.

60 m boom length
Luffing jib length m

24 36 48 54 60
Radius m

13,7 99,2
14 98,5
16 92,8
18 85,4 71,9
20 78,9 70,2 53,6
22 72,3 67,5 53,0 46,0
24 66.0 63,1 52,1 45,5
26 61,2 58,3 51,2 44,9 38,9
28 57,4 53,9 50,1 44,3 38,5
30 48,2 50,2 48,3 43,6 38,0
34 44,4 42,6 39,9 34,4
38 40,4 37,9 35,3 30,2
42 34,3 31,1 26,3
46 31,2 27,3 22,9
50 27,7 24.0 19,9
54 21,1 17,2
58 18,5 14,9
62 12,9

172,4 t counterweight

360° Rating kg x 1000

86° boom angle
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120 m 
No. 500 main boom

No. 500 VPC-MAXmain boom combinations

Main boom inserts m

Boom
length

m
6,0 M 12,0 H 12,0 M 12,0 L

42 0 1 1 0

48 1 1 1 0

54 0 1 2 0

60 1 1 2 0

66 0 1 3 0

72 1 1 3 0

78 0 1 3 1

84 1 1 3 1

90 0 1 3 2

96 1 1 3 2

102 0 1 3 3

108 1 1 3 3

114 0 1 4 3

120 1 1 4 3

H - heavy inserts
M - medium inserts
L - light inserts
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No. 501 VPC-MAX luffing 
jib combinations

Luffing jib inserts m

Luffing jib
length

m
6,0 12,0

24 0 0

30 1 0

36 0 1

42 1 1

48 0 2

54 1 2

60 0 3

66 1 3

72 0 4

78 1 4

84 0 5

90 1 5

96 0 6

48 m 
No. 500 main boom

96 m No. 501 luffing 
jib
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Main boom range diagram 
VPC-MAX
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Main boom load charts 
 VPC-MAX

For complete chart, refer to www.cranelibrary.com.

212,3 t counterweight
360° Rating kg  x 1000

Boom length m
42 48 54 60 66 72 78 84 90 96 102 108 114 120

Radius m

6,7 295,1

7 295,1

8 295,1 259,8 237,0 214,4

9 295,1 259,8 237,0 214,4 193,6

10 295,1 259,8 237,0 214,4 193,6 169,5 140,3

11 295,1 259,8 237,0 214,4 193,6 169,5 140,3 118,9 99,4 85,5

12 295,1 259,8 237,0 214,4 193,6 169,5 140,3 118,9 99,4 85,5 71,8

14 290,5 259,8 237,0 214,4 193,5 169,1 140,3 118,9 99,4 85,5 71,8 62,8 54,8 47,9

16 257,4 251,6 237,0 213,7 191,3 166,0 140,3 118,9 99,4 85,5 71,8 62,8 54,8 47,9

18 222,0 222,7 220,8 210,8 185,5 161,4 140,3 118,9 99,4 85,5 71,8 62,8 54,8 47,9

20 193,3 193,1 193,2 193,1 180,3 157,0 137,3 118,9 99,4 85,5 71,8 62,8 54,8 47,9

22 171,1 170,9 170,9 170,5 171,7 152,6 133,6 118,9 99,4 85,5 71,8 62,8 54,8 47,9

24 153,2 153,0 153,0 152,5 152,5 148,2 129,9 118,9 97,7 85,5 71,8 62,8 54,8 47,9

26 138,5 138,3 138,3 137,8 137,7 137,1 126,3 118,8 94,7 85,5 71,8 62,8 54,8 47,9

28 126,2 125,9 125,9 125,4 125,3 124,6 121,5 115,4 91,7 85,5 71,8 62,8 54,8 47,9

30 115,7 115,4 115,4 114,9 114,8 114,1 114,2 111,1 88,7 85,5 71,8 62,8 54,8 47,8

34 98,9 98,6 98,5 98,0 97,8 97,2 97,1 96,2 82,4 85,5 71,6 60,6 54,4 47,6

38 85,9 85,6 85,6 85,0 84,8 84,2 84,1 83,2 76,8 82,3 69,4 56,3 53,5 46,8

42 75,3 75,2 74,7 74,6 73,9 73,7 72,8 71,9 72,0 65,3 52,4 50,2 45,8

46 66,9 66,9 66,3 66,1 65,5 65,4 64,5 64,3 63,6 61,6 48,9 47,0 43,1

50 59,9 59,3 59,2 58,5 58,4 57,5 57,3 56,6 56,5 45,8 44,1 40,5

54 53,5 53,3 52,7 52,5 51,6 51,5 50,8 50,5 43,1 41,6 38,2

58 48,4 48,3 47,6 47,5 46,6 46,5 45,8 45,5 40,7 39,3 36,0

62 43,9 43,3 43,2 42,3 42,1 41,4 41,2 38,6 37,2 34,1

66 39,4 39,4 38,5 38,4 37,6 37,4 36,6 35,3 32,4

70 36,1 36,0 35,1 35,0 34,3 34,1 33,4 32,9 30,8

74 33,0 32,1 32,0 31,3 31,1 30,4 30,0 29,2

78 29,5 29,4 28,7 28,4 27,8 27,3 26,5

82 27,0 27,0 26,3 26,1 25,4 24,9 24,2

86 24,8 24,1 23,9 23,2 22,8 22,0

90 22,1 22,0 21,2 20,8 20,0

94 20,3 20,1 19,4 19,0 18,2

98 18,5 17,8 17,4 16,6

102 16,3 15,9 15,1

112 11,7

No. 500 boom VPC-MAX
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No. 501 luffing jib on No. 500 boom VPC-MAX

212,3 t counterweight

360° Rating kg x 1000

85° boom angle

42 m boom length
Luffing jib length m

24 42 60 72 96
Radius m

13,72 145,6
14 143,3
16 125,8
18 106,8
20 93,7 81,1
22 83,6 76,5
24 75,8 72,1 50,2
26 69,9 67,6 47,4 36,9
28 65,6 63,0 44,5 36,4
30 58,8 41,5 36,1
34 51,0 35,9 35,3 17,1
38 45,1 31,0 32,8 16,3
42 40,1 26,7 29,6 15,6
46 35,2 23,0 26,5 15,0
50 19,8 23,5 14,3
54 17,1 20,7 13,7
58 14,7 18,0 13,1
62 12,6 15,5 12,6
66 13,2 12,2
70 11,1 11,8
74 9,2 11,3
78 10,9
82 10,5
86 10,0
90 9,4
94 8,7
98 6,4

54 m boom length
Luffing jib length m

24 42 60 72 96
Radius m

13,72 129,7
14 128,5
16 117,4
18 100,3
20 87,9 76,0
22 78,5 71,9
24 71,2 68,1 46,8
26 65,7 64,4 44,7 33,2
28 61,7 59,9 42,2 33,0
30 55,1 39,6 32,7
34 47,5 34,4 32,1 15,8
38 42,2 29,8 30,8 15,2
42 38,3 25,7 28,0 14,6
46 34,3 22,2 25,2 14,0
50 19,1 22,5 13,4
54 16,5 19,8 12,9
58 14,2 17,3 12,4
62 12,2 14,9 11,9
66 12,7 11,5
70 10,7 11,1
74 8,9 10,7
78 10,4
82 9,9
86 9,5
90 9,2
94 8,4
98 6,8



Luffing jib load charts 
VPC-MAX

32

No. 501 luffing jib on No. 500 boom VPC-MAX

For complete chart, refer to www.cranelibrary.com.

217 ft boom length
Luffing jib length m

24 42 60 72 96
Radius m

15,24 94,4
16 94,2
18 91,2
20 81,1 59,0
22 72,7 58,9
24 66,1 58,5
26 60,9 57,8 37,1
28 56,9 54,0 37,0 27,2
30 54,2 49,7 36,9 27,2
34 43,3 34,7 26,9
38 38,6 30,5 26,5 13,7
42 35,2 26,7 26,1 13,3
46 33,0 23,2 24,6 12,9
50 20,1 22,2 12,5
54 17,4 19,9 12,1
58 15,1 17,6 11,7
62 13,0 15,5 11,3
66 11,2 13,3 11,0
70 11,3 10,7
74 9,5 10,4
78 7,9 10,1
82 9,8
86 9,4
90 9,1
94 8,6
98 7,6

102 6,0

212,3 t counterweight

360° Rating kg x 1000

85° boom angle
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No. 501 luffing jib on No. 500 boom VPC-MAX

For complete chart, refer to www.cranelibrary.com.

84 m boom length
Luffing jib length m

24 42 54 66 78
Radius m

16,76 56,8
18 55,4
20 52,8
22 49,8 36,9
24 46,7 35,6
26 43,7 34,1 27,8
28 40,9 32,4 26,9 21,5
30 38,4 30,7 25,9 21,0
34 27,4 23.7 19,7 15,6
38 24,3 21.5 18,3 14,8
42 21,6 19,3 16,8 13,8
46 19,4 17,3 15,3 12,8
50 18,0 15,5 13,8 11,8
54 14,0 12,5 10,8
58 12,9 11,3 9,9
62 12,2 10,3 9,0
66 8,6 8,2
70 7,1 7,5
74 5,7 6,9
78 6,4
82 5,6

212,3 t counterweight

360° Rating kg x 1000

85° boom angle
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Manitowoc Crane Care is the industry’s most advanced 
service and support program, designed to keep your 
cranes up and running. Manitowoc’s distributor 
network and customer support personnel are available 
to support you 24 hours a day, 7 days a week, 365 days 
a year. There are five key disciplines of Manitowoc 
Crane Care:

Parts
Genuine Manitowoc replacement parts are accessible 
through your distributor.

Service and technical support
Assistance with crane selection, lift planning and 
ground bearing calculations or field service and 
maintenance.

Technical publications
Operator, parts, service and capacity chart manuals are 
available in multiple formats in major languages.

Training
A variety of training courses are available online or 
through Manitowoc training centers.

EnCORE
Rebuild, repair, remanufacture or exchange your 
current crane through our local network, for a fraction 
of the cost of a new crane.

www.manitowoccranecare.com

CraneSTAR is an exclusive and innovative crane 
asset management system that helps improve your 
profitability and reduce costs by remotely monitoring 
critical crane data. Visit www.cranestar.com for more 
information.
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